
The Bungalow Lantern, designed to meet the needs 
of homeowners across the country seeking an inspired 

exterior lighting choice.

UL listed - Exterior.  Durable Solid Brass.
Made in USA.

Need help?  Contact us for expert design assistance 
with your order.
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Bungalow lantern
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Bungalow lantern

WALL Model # Roof 
Width

Lantern 
Height

Overall 
Length Projection Mounting Plate

UL listed  - Exterior.

Straight arm

FluSh Wall

EX-6306-A10 6" 8 1/4" 11" 7" 4 1/2" sq.
EX-6308-A10 8" 10 3/4" 13 1/2" 9 1/2" 4 1/2" sq.
EX-6310-A10 10" 13 1/4" 16 1/2" 12 1/2" 4 1/2" sq.
EX-6312-A10 12" 16" 21 1/2" 14 1/4" 5 1/4" sq.
EX-6314-A10 14" 19" 23 1/2" 16 1/4" 5 1/4" sq.

EX-6306-A15 6" 8 1/4" 9 1/4" 6" 4 3/4" w x 5 1/4" h
EX-6308-A15 8" 10 3/4" 11 3/4" 8" 5 3/4" w x 6 1/2" h
EX-6310-A15 10" 13 1/4" 14 1/4" 10" 7 1/4" w x 8 1/4" h
EX-6312-A15 12" 16" 17" 12" 8 3/4" w x 10" h
EX-6314-A15 14" 19" 20 1/4" 14" 10 1/4" w x 11 1/2" h
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Bungalow lantern

Model # Roof 
Width

Lantern 
Height

Overall 
Length

Mounting PlateCEILING

UL listed  - Exterior.

FluSh mount

Stem hung

Chain hung

EX-6306-A17 6" 8 1/4" 9 1/4" 4 1/2" sq.
EX-6308-A17 8" 10 3/4" 11 3/4" 4 1/2" sq.
EX-6310-A17 10" 13 1/4" 14 1/4" 5 1/4" sq.

EX-6306-A18 6" 8 1/4" select* 4 1/2" sq.
EX-6308-A18 8" 10 3/4" select 4 1/2" sq.
EX-6310-A18 10" 13 1/4" select 5 1/4" sq.
EX-6312-A18 12" 16" select 5 1/4" sq.
EX-6314-A18 14" 19" select 6 1/2" sq.
EX-6316-A18 16" 21" select 7 1/2" sq.

EX-6306-A19 6" 8 1/4" select* 4 1/2" sq.
EX-6308-A19 8" 10 3/4" select 4 1/2" sq.
EX-6310-A19 10" 13 1/4" select 5 1/4" sq.
EX-6312-A19 12" 16" select 5 1/4" sq.
EX-6314-A19 14" 19" select 6 1/2" sq.
EX-6316-A19 16" 21" select 14 1/2" sq.

*Where Overall Length = “select”, various lengths are available.  Check online for particulars.
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LAMPING OPTIONS

Standard screw in and GU24 socket types available for Incandescent, Compact Fluorescent (CFL) 
and LED lamps.  

Check online for particulars.
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Bungalow lantern

Model # Roof 
Width

Lantern 
Height

Overall 
Length

Mounting Plate

Column mount

EX-6306-A23 6" 8 1/4" 10" 6" sq.
EX-6308-A23 8" 10 3/4" 12 3/4" 7 1/2" sq.
EX-6310-A23 10" 13 1/4" 15 1/2" 9 1/4" sq.
EX-6312-A23 12" 16" 18 1/4" 11" sq.
EX-6314-A23 14" 19" 21 1/2" 13 1/4"

PoSt mount

EX-6306-A22-012* 6" 8 1/4" 9 1/4" 3" post
EX-6306-A22 6" 8 1/4" 9 1/4" 3" post
EX-6308-A22 8" 10 3/4" 11 3/4" 3" post
EX-6310-A22 10" 13 1/4" 14 1/4" 3" post
EX-6312-A22 12" 16" 17" 3" post

POST or
 COLUMN

* -012 suffix indicates low voltage socket version.

UL listed  - Exterior.
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